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All in one
Gravograph comes with a new product dedicated for jewelers. Able to

engrave on rings, medals, chain bracelets, pens (in option) and any pieces

of jewelry, this solution is adapted to the needs of the jewelry market.

Compact

A jewelry solution that is both complete and compact. Optimize your work space and improve your profitability.

Error Free

The M20 jewel solution is user-friendly. A professional and intuitive Gravograph software is included in the pack for
error free engraving.

Versatile, Productive

No setting and adjusting required.

Outside Ring engraving Inside Ring engraving Bracelet engraving Pen engraving

General Characteristics Flat Engraving Ring Engraving Characteristics
Size : 345 x 315 x 305 mm Engraving area (X-Y) : 100 x 100 mm Min - Max inside diameter : 12 - 24 mm
Weight : 11.5 Kg Self Centering Vice : 105 mm opening Min - Max outside diameter : 12,5 - 27 mm
Automatic Z Ref. capacity Min - Max Width : 1 - 20 mm

Point n' Shoot Function Spindle Clearance (Z) : 40 mm

Sound Caracteristics QGRAVQG RAPH

Waiting for engraving : < 51db (A)

Off Load : < 60 db (A) ﬁﬁ‘@%%ﬁﬁ}‘ﬁ%ﬂ
Nominal engraving : < 69 db (A) Xinfa International Ltd
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Nominal engraving peak : < 89 db (C) Unit 1511, New Tech Plaza, 34 Tai Yau Street,

Scnpokong, Kowloon, Hong Keng
Tel : (B852) 23637277

Fax: (852) 23637767
info@hkgravograph.com
www.hkgravograph.com



